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Solenoid valve EMVP for vacuum, pneumatic pilot control
  

 

 
Design Data
  

 

 
Technical Data

Nominal size: 25 mm

Voltage DC: 24V - DC

Function: 3/2-way valve

Control valve: Optional NO/NC

Connecting thread: G1"-F

Pressure range (operating pressure): bar

Nominal flow rate: 90 m³/h

Weight: 0.52 kg

Attribute Value

B 94 mm

B1 87 mm

B2 47 mm

d 8 mm

D 80 mm

G1 G1"-F

G2 G1"-F

G3 G1"-F

G4 G1/8"-F

H 189.50 mm

H1 195.50 mm

H2 22 mm

L 94 mm

L1 132 mm

X1 76 mm

Y1 37 mm
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Solenoid valve
EMVP 25 24V-DC 3/2 NO/NC
Part no..:10.05.02.00151

https://www.schmalz.com/10.05.02.00151

Contact Schmalz
Schmalz Australia Pty Ltd | 25 Turbo Drive, Bayswater North, VIC, 3153 Melbourne, Australia | +61 3 9215 8800 |
schmalz@schmalz.com.au

Page 1 from 2

https://www.schmalz.com/en-au/
https://www.schmalz.com/en-au/category/PGE-00000
https://www.schmalz.com/en-au/category/PGE-00155
https://www.schmalz.com/en-au/category/PGE-00172
https://www.schmalz.com/en-au/category/PGE-00207
https://www.schmalz.com/en-au/category/PGE-00010
https://www.schmalz.com/en-au/


 
 

 
Accessories
 

  

  

 

Control valve Optional NO/NC

Nominal flow rate 1500 l/min

Power consumption DC 5 W

Voltage DC 24V - DC

Closing time 80 ms

Weight 0.52 kg

Product family EMVP

FAS 80x38 G1-AG EMVP
Part no..:10.05.01.00063

External diameter D: 80 mm

Length L: 38 mm

Thread G1: G1"-M

Construction use: Solenoid valve

STEC 4 S-M12-4 St
Part no..:10.05.02.00157
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