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Oil-lubricated pump for maximum vacuum levels, requires little maintenance
  

 

 
디자인 데이터
  

 

 
기술 데이터

Length L: 626 mm

Current type: three-phase current

Voltage at 50Hz: 190-208V/380-415V AC3

Voltage at 60Hz: 220-230V/440-480V AC3

Rated power 50 Hz: 2 kW

Rated power 60 Hz: 2.4 kW

Suction rate (50 Hz): 63 m³/h

속성 값

B 407 mm

G3 G1-1/4"-F

G5 M8-F

H 290 mm

L 626 mm

속성 값

Max. vacuum -980 mbar

Rated power 50 Hz 2 kW

Rated power 60 Hz 2.40 kW

Suction rate (50 Hz) 63 m³/h

Suction rate 63 m³/h

Protection type IP IP 55

Voltage at 50Hz 190-208V/380-415V AC3

Voltage at 60Hz

Current type three-phase current

Vacuum pump
EVE-OG 63 AC3 AQUA IE2
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부속품
 

  

 

Type AQUA

OEL EVE-OG 1L ANDEROL 555
부품 번호..:27.02.01.00055

Construction use: Pump EVE-OG

Vacuum pump
EVE-OG 63 AC3 AQUA IE2
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